
LA-FLT

Charcoal Filters

Duct Size

Metal Grease Filters

Fuse Type EEI Rating Motor

Warranty Lighting 

Remote Control Switch Type

x1 Square 3

150mm

Timer Function
5 Mins LA-60-FLT-BLK x2 337x260

LA-70-FLT-BLK x2 323x338
LA-80-FLT-BLK x3 337x260

LA-90-FLT-BLK x3 338x272
LA-100-FLT-BLK x4 338x240
LA-110-FLT-BLK x4 337x260

*You must measure your mesh grill size. Older
models will have different sizes to current models* 

3 amp 60cm - 80cm - D
90cm - 110cm - C

60cm - 90cm  - 550m³/hr
100cm - 110cm - 850m³/hr

7 years Parts & Labour 
(Subject to Registration)

60-90 2x LED Fittings 1.3w 4000 Kelvin
100-110 4x LED Fittings 1.3w 4000 Kelvin

Optional Electronic Timer Switch
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Telescopic
Min Ducting 525mm

Min Recirculating 670mm
Max Length 850mm

Box Dimensions (CM) & Weight

LA-60-FLT
LA-70-FLT
LA-80-FLT
LA-90-FLT
LA-100-FLT
LA-110-FLT

67x50x62 11.4Kg
78x50x62 12Kg
87x50x62 13Kg
97x50x62 13.5Kg
107x50x62 13.5Kg
117x50x62 14.9Kg

Net 
Weight

Box
Dims

Speed 1 Speed 2 Speed 3

(Unrestricted 60-90)

Noise Levels 100-110 DB/A

(Unrestricted 100-110)

Extraction Rate 

Noise Levels 60-90 DB/A

199.3m³/hr 290m³/hr 381.7m³/hr

348m³/hr 422m³/hr 703m³/hr

43 DB 52DB 70 DB

49 DB 54 DB 60 DB


