
LA-LUSSO-FLT

Charcoal Filters

Duct Size

Heavy Duty Baffle Filters

Fuse Type EEI Rating Motor

Warranty Lighting 

Remote Control Switch Type

N/A

200mm Standard
150mm Minimum 
Round or Rectangular 
Equivalent
Our ducting 220mm x 90mm

LA-90-LUSSO-FLT - 2x 350x300 
LA-100-LUSSO-FLT - 2x 350x300
LA-110-LUSSO-FLT - 3x 350x300
LA-120-LUSSO-FLT - 3x 350x300
LA-150-LUSSO-FLT - 4x 350x300    

3 amp B 1350m³/hr

7 years Parts & Labour 
(Subject to Registration)

90-100cm 3 x LED 2.2w - 4000°Kelvin
120-150cm 4 x LED 2.2w - 4000°Kelvin

Optional Electronic Timer Switch

399

34
3.

5

650 - 1080

80

520
520

899 - 1499 500

Speed 1 Speed 2 Speed 3 Boost Function

(Unrestricted)

Extraction Rate 

454m³/hr 550m³/hr 649m³/hr

Timer Function 5 Mins

Noise Levels DB/A 48 DB 55DB 61 DB

1257m³/hr

75 DB

Box Dimensions (CM) & Weight
LA-90-LUSSO-FLT

Box 
Dims

Net
Weight

Gross
Weight

30Kg23Kg100x70x70
LA-100-LUSSO-FLT 32Kg25Kg110x70x70
LA-110-LUSSO-FLT 35Kg28Kg120x70x70
LA-120-LUSSO-FLT 37Kg30Kg130x70x70
LA-150-LUSSO-FLT 42Kg35Kg160x70x70

*You must measure your mesh grill size. Older
models will have different sizes to current models*
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230


