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Telescopic

Min Ducting 530mm
Min Recirculating 630mm
Max Length 990mm
|
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Charcoal Filters Warranty

2x Round 6 5 years Parts & Labour
1 filter each side of the motor™* (Subject to Registration)
Fuse Type EEl Rating

3amp A+

Duct Size (Round)

125mm Minimum

(150mm Standard)

Metal Grease Filters
LA-60-MODA x2  250x270
LA-70-MODA x2  250x270
LA-80-MODA x3  250x223

*You must measure your mesh grill size. Older
models will have different sizes to current models*

Remote Control
N/A

LA-90-MODA X3

Extraction Rate Speed 1 Speed 2
60cm - 80cm

(Unrestricted) 215m3/hr 362m3/hr
Extraction Rate Speed 1 Speed 2
90cm - 120cm

(Unrestricted) 210m3/hr 362m3/hr
Noise Levels DB/A 47 DB 55 DB

Box Dimensions (CM) & Weight

LA-60-Moda 6/x50x62  13.7Kg
LA-70-Moda /8x50x62  15Kg
LA-80-Moda 87/x50x62  15Kg
LA-90-Moda 97x50x62  16.2Kg
LA-100-Moda 107x50x62  19.7Kg
LA-110-Moda 117x50x62  20Kg
LA-120-Moda 127x50x62  25Kg

250x270
LA-100-MODA x4  250x270
LA-110-MODA x4  250x270

Lighting
60-120 - 2x 4w Colour Adjustable LED’s
2950° - 6500°Kelvin

Motor

60cm - 120cm - 780m3/hr
Brushless Motor

Switch Type

Electronic Timer Switch

LA-120-MODA x5  250x270

Speed 3 Boost Function
510m3/hr 700m3/hr
Speed 3 Boost Function
515m3/hr 700m3/hr

64 DB /0 DB

Colour RAL Codes

Black 9005 Matt
White 9016 Glossy



